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Available in the following colors:

GA B R

Model VS-205STF flashing strobe beacons. This model’s design allows for 
termination inside the enclosure. These beacons incorporate a Fresnel lens 
designed to maximize the light intensity. It also offers a double flash option 
(activated by a jumper link on the PCB) that extends the signal output.

The DC unit is factory set at 24V, the jumper link on the PCB allows field 
configuration to 12V operation. The DC version is also supplied with a bi-lateral 
current limiter that must be used on all installations to protect the PCB from inrush 
current damage. Due to the power rating of the beacon, it is not recommended 
for use in excess of 12 hours in any 24 hour period. 

Model VS-205STF is ideal for industrial signaling applications where a very 
powerful signal is required. M20
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3 fixing points Ø 0.25"/ 6.5 mm
spaced equidistant 

Ø 5.11"/ 130 mm P.C.D.

VS-205STF

ORDERING INFORMATION
MODEL VOLTAGE LIGHT SOURCE CURRENT

VS-205STF-12-24*1 12/24VDC 24J / 18J 2.30/1.30 A

VS-205STF-115* 15/230VAC 24J / 18J 0.65 A

VS-205STF-230* 230VAC 24J / 18J 0.40 A
1 Pre-set at 24VDC

*Indicate color: (A) Amber, (B) Blue, (C) Clear, (G) Green, (R) Red

 Very high light output

 Suitable for surface or wall mounting  

 Optional wall bracket & guard available - see accessories

 M20 side entry or bottom cable entry

 360º light output around the vertical axis

 180º light output above the horizontal axis

 Dustproof and Weatherproof

VISUAL SIGNALS
Industrial Strobe Beacons

1 Year Warranty 2.76 lbs
1.25 kg

-25 to +35°C 
-13 to 95°F

65 60X90 50/60 Hz


